
SUBMERSIBLE FULLY AUTOMATIC STARTER WITH WATER LEVEL CONTROLLER

For more information, please contact your local                 Representative,
Or write to admin@vbtron.com   www.vbtronautomation.com 

» Automatically Shuts Off & Start The Motor When the Tank Full & Empt

» Save Electricity & Water

» Easy to Replace Parts

» Heavy Duty M.S. Powder Coated Enclosure

Delay OFF & Cyclic Timer 

Dry Reset Timer

Auto/ Manual Mode

FEATURESPROTECTION

Over Load (Over Current)

Dry Run (Under Current)

High & Low Voltage
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Ordering Information :

Model No. WLC V4

230 VAC, ± 10%Input Supply

SS / Carbon /
Float Switch

Sensor

Load Capacity 0.5 HP to 3 HP
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Digital Voltage & Ampere Display.
Overload & Dry Run Protection.
High & Low Voltage Protection.
Micro Controller Based Design.
Fault Indication On Display.
LED Indication For Level In Tank
Provided AUTO & MANUAL Function
Adjustable Ampere Overload Setting

»
»
»
»
»
»
»
»

Over Load Setting

A

AUTO MANUAL

SET
ENT
RST

V

WLC V4

AUTO MANUR1 R2

UH

UL

UNDER
TANK

OVER
TANK

OL

OH 2 4 0

0 8 4

FRONT SIDE

ENT
RSTSET

AUTO MANUAL
WLC V4

OVER
TANK

R1 R2 AUTO MANU

UNDER
TANK

2 4 0

0 8 4


	Page 3

